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GAS-CYLINDER STORAGE AND HANDLING EQUIPMENT  

2300823010 2301123009

23003

7

6

4
3

5

Description Cylinder Type Capacities Dimensions H x W x D
Exterior Racks Model No Ship Wt 

lb/kg

4-cylinder horizontal

LPG

Four 20 or 33 lb cylinders
9 or 15 kg

33.5 x 30 x 32 in
 851 x 762 x 813 mm 1 23001 79/36

6-cylinder horizontal Six 20 or 33 lb cylinders
9 or 15 kg

49.5 x 30 x 32 in
1257 x 762 x 813 mm 2 23002 97/44

8-cylinder horizontal Eight 20 or 33 lb cylinders
9 or 15 kg

65 x 30 x 32 in
1651 x 762 x 813 mm 3 23003 114/52

12-cylinder horizontal Twelve 20 or 33 lb cylinders
9 or 15 kg

49.5 x 60 x 32 in
1257 x 1524 x 813 mm 4 23004 178/81

16-cylinder horizontal Sixteen 20 or 33 lb cylinders
9 or 15 kg

65 x 60 x 32 in
1651 x 1524 x 813 mm 6 23005 211/96

4-cylinder vertical Four 20 or 33 lb cylinders
9 or 15 kg

33.5 x 30 x 32 in
851 x 762 x 813 mm — 23009 88/40

8-cylinder vertical Eight 20 or 33 lb cylinders
9 or 15 kg

65 x 30 x 32 in
1651 x 762 x 813 mm 1 23010 95/43

16-cylinder vertical Sixteen 20 or 33 lb cylinders
9 or 15 kg

65 x 60 x 32 in
1651 x 1524 x 813 mm 2 23011 204/93

10-cylinder vertical
Compressed Gas

Up to 10 cylinders 65 x 30 x 32 in
1651 x 762 x 813 mm — 23006 102/46

20-cylinder vertical Up to 20 cylinders 65 x 60 x 32 in
1651 x 1524 x 813 mm — 23007 187/85

Combo horizontal 
 & vertical  LPG & Compressed Gas Up to 8 horizontal and 

10 vertical cylinders
 65 x 60 x 32 in

1651 x 1524 x 813 mm 3 23008 198/90
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5. Heavy, expanded, 0.065-in  
(1.65-mm) thick aluminum mesh 
panels and all-welded construction 
resist abusive outdoor elements—
won’t rust or discolor.

6. Padlock lug for security.

7. A pre-drilled hole at each corner 
accepts 0.5-in (12.7-mm) anchor 
bolts for maximum security  
and stability.

8. Cylinders stay clear of ground 
with heavy-duty bottom rack on 
horizontal locker or strong floor 
plate on vertical storage locker.

1. Sloped roof design sheds  
water and ice. Solid top  
reinforces stability.

2. Includes warning and  
identification labels.

3. Extruded 0.125-in (3-mm) thick, 
heavy aluminum framework 
provides superior strength.

4. Easy-to-use rack positions cylinders 
securely and stores 20- and 33-lb  
(9- and 15- kg) cylinders.
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