
STI BREAK GLASS STOPPERS® STI-4100, STI-4130, STI-6100 AND STI-6700
All specifications and information shown were current as of publication and are subject to change without notice.
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VIEW OF GLASS PLACEMENT

INSTALLATION NOTES
1. Using frame as a template, mark four (4) holes for installation.
2. Drill four (4) 1/4 in. holes approximately 1 1/4 in. deep.
3. Insert four (4) anchors (provided) into mounting holes.
4. Install break glass tool inside of mounting frame.
5. Place mounting frame with break glass tool installed and conduit spacer (if used - only in some 

STI-4100 installations) over pull station.
6. Tighten mounting screws (provided) in mounting holes.
7. Place cover and glass assembly over mounting frame.
8. Tighten 19001 allen head screw at bottom of cover. 

MOUNTING FRAME

INSERT PLASTIC KNOCK-OUT INTO SPACER
NOTCH IF CONDUIT IS NOT NEEDED
(2) PROVIDED    

KIT-08 BREAK GLASS TOOL

SINGLE STRENGTH GLASS
KIT-09 FOR STI-6100
KIT-10 FOR STI-4100
KIT-67 FOR STI-6700 PRINTED
WITH “BREAK GLASS” ONLY

POLYCARBONATE
COVER

ALLEN HEAD SCREW

KIT-900-R CONDUIT SPACER
(FOR USE WITH STI-4100 ONLY)

PLASTIC ANCHOR
(4) PROVIDED    

 #10 x 1 1/2 in. PHIL PAN HEAD
(4) PROVIDED

H19003 WALL HOOK
STI-6700 MODEL ONLY

TOP TAB
INCLUDED 
WITH 
STI-4100
ONLY
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6.25 in.
(159mm)

5.39 in.
(136mm)

6.84 in.
(173 mm)

4.96 in.
(126mm)

8.5 in.
(216mm)

1.5 in.
(38mm)

2 in.
(51mm)

2.43 in.
(62mm)

COVER SPACERFRAME

CABLE FRAME

CABLE RETAINER MUST BE
INSERTED IN FRAME NOTCH
PRIOR TO SECURING FRAME
TO WALL

HOLD DOWN TAB
STI-4100 (4) PROVIDED

STI-6100 AND STI-6700 (3) PROVIDED
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GLASS
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(178mm)
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(121mm)
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(137mm)
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6.625 in.
(168mm)
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(106mm)
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(100mm)

STI-6100 and STI-6700

1.66 in.
(42mm)

COVERFRAME

PRODUCT DIMENSIONS
STI-4100 and KIT-900-R (SPACER)

FOR STI-4100
AND STI-4130 ONLY
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WARNING: This product can expose you to chemicals including Dichloromethane, 
which is known to the State of California to cause cancer, and Bisphenol A (BPA), 
which is known to the State of California to cause birth defects or other reproductive harm. 
For more information go to www.P65Warnings.ca.gov.   
Three year warranty or a one year limited warranty (from date of purchase) on most products. 
See website for details. Electronic warranty form at www.sti-usa.com/wc14.
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